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Vise Stops & Arbor Press Work Stop

Manufactured in the USA of hardened steel, this is a handy stop that � ts most 
standard Arbor Presses. A quick and secure double set screw mounting system 
provides a positive lock, that stops the ram of the arbor press at your pre-set point. 
An adjustment screw allows � ne adjustment of the ram travel.
Speeds up and improves the quality of production and prototype operations.

Arbor Press Work Stop

  Order
Fits OD Number

3/4" Square Ram 2” Z1197
1" Square Ram 2-1/8” Z1198

1-1/4" Square Ram 2-1/4” Z1199

Arbor Press Work Stops

E-Z Vise Stop
Our quickest and easiest to use Vise Work Stop.
•  Attaches to any Vise jaw (1/2" thru 1" wide) with one screw adjustment. 
• Made from hardened steel, with protective Black Oxide coating. 
• Stop is 1" wide by 1-7/16" long. 
• Made In USA.

Mini Stop
Can be used on vise jaws up to .740" wide. 

Mini Vise Stop
A handy low cost Work Stop for vises. 

Has the capacity to accept jaws up to 0.740" wide, and the three socket screws provide a secure stop.

Order Number

Z9029

Order Number

Z9030

Order Number

Z9031

Vise Speed Handles 
For All Sizes of Milling Machine Vises
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 SPECIAL ORDERS 
AVAILABLE—

Small Quantities
to Large Volume

Z0076
KlingenSwing with 3/8-16 female 

threads for Mounting

Z0075-EXT
KlingenSwing with Magnetic Mount 

and Lexan Chip Shield, 
with 4” Extender

Z0077
KlingenSwing with 
Magnetic Mounting

The KlingenSwing

Z0060
KlingenSwing Extender Bar  

3/8” Dia X 4-1/4” Lth 

Z0061
KlingenSwing Lexan Chip Shield with 
Solid Aluminum Attachment Clamp

Z0059
KlingenSwing Long Knuckle  

.665” Dia X 4-1/4” Lth 

Z0062
KlingenSwing Solid Clamping Bar 

3/8” Dia X 5-3/4” Lth  
no threads 

Z0058
KlingenSwing Knuckle  

.665” Dia X 1-5/16” Lth 

Description Order Number

KlingenSwing with Magnetic Back Z0077
KlingenSwing with 3/8-16 internal Threads for Mounting Z0076
KlingenSwing with Extender and Axial Support Indicator Holder Z0078
KlingenSwing with Knuckle and 6” X 8” Chip Shield Z0075
KlingenSwing with Long Knuckle and Chip Shield Z0075-EXT
Axial Support Attachment—Internal Tap Connection Z9610-TAP
Swivel Clamp—3/8” Clamp Z7012
KlingenSwing Knuckle—.665 Dia X 1-5/16” Length Z0058
KlingenSwing Long Knuckle—.665 Dia X 4-1/4” Lth Z0059
KlingenSwing Solid CLamping Bar—no threads or attachment 
     points (for use with Indictator Clamps - 3/8” Dia X 5-3/4” Lth) Z0062
KlingenSwing Extender Bar—3/8” Dia X 4-1/4 Lth— 
     External & Internal Thds Z0060
KlingenSwing Lexan Chip Shield—6 X 8 Shield w/clamp Z0061

Z7012
3/8" Swivel Clamp

Z9610-TAP
Axial Support 
Attachment 
with Internal 
Tap Connec-

tion

Z0060

Z9610-TAP

Z0058

Z0078
KlingenSwing with Magnetic 
Mount (Z0077), Axial Support 
Indicator Holder (Z9610-TAP), 

Extender (Z0060) & 
Knuckle (Z0058).
(Indicator not included) Z0077

Z0075
KlingenSwing with Magnetic Mount 

and Lexan Chip Shield
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